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MAXIMUM RATINGS - Design-Maximum Values^ 

Values are for Each Unit 

Plate Voltage. 330 

Grid Voltage: 

Positive-bias value. E 0 

cc 

Plate Dissipation. P^ 3 

Heater-cathode voltage 
(Each unit): 


Peak. 

Average 6 . 

Heater Voltage , ac or dc . . . . 


e hkm 
^hk( av) 


±200 

100 

5.7 to 6.9 


MAXIMUM CIRCUIT VALUE 



Grid-Circuit Resistance: 

For fixed-bias operation . . . . R g 1 Mfi 

° Measured without external shield in accordance with the 
current issue of El A Standard RS-191. 

k As defined in the current issue of EIA Standard RS-239. 

c Measured with a dc meter. 


TERMINAL DIAGRAM - Bottom View 


Pin 1 - Heater 

Pin 2 - Plate of Unit No.3 

Pin 3 - Cathode 

Pin 4 - Plate of Unit No.2 

Pin 5 - No Internal Connection 

Pin 6 - Plate of Unit No.l 

Pin 7 - Do Not Use 

Pin 8 - Grid of Unit No.l 

Pin 9 - Do Not Use 

Pin 10 - Grid of Unit No.2 

Pin 11 - Grid of Unit No.3 

Pin 12 - Heater 
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